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• Tough, white 
polyurethane paint.

• Removable heat 
exchanger end 
covers for easy 
core cleaning. 

• Top & 
side oil 
fi lls.

• Bosch 
type 
injection 
pump.
 

M773LW2

Service Side

Non- Service Side

 The new W-Series generator end is a 
major step in our constant quest to give you 
the best generator set on the market. It fea-
tures an auxiliary stator winding that supplies 
separate and stable power to the Automatic 
Voltage Regulator (AVR). The results are 
impressive:
 • Classifi cation society compliance.
 • Real 300% short circuit capability.
 • Improved AC circuit breaker performance.
See your dealer for more information.  

 The M773LW2 incorporates the best 
Northern Lights features into one compact 
and versatile package. It meets growing 
onboard power demands without asking for 
a lot of engine room space. 
    The M773LW2 was engineered to deliver 
its power at a quiet, long lasting 1800 rpm. 
Driven by a high-torque, 69 cubic inch, 
Lugger diesel and fitted with a powerful 
W-Series generator end, the M773LW2 has 
the power to start electric motors with ease. 
    Like all Northern Lights, simplicity and 
longevity are the focal points. Hoses and belts 
have been eliminated wherever possible. 
The closed crankcase vent system traps oil 
vapor emissions keeping the engine room, 
and environment, cleaner.
    The M773LW2 features single-side 
service, which means it can be mounted with 
the non-service side facing a bulkhead without 
compromising routine service access. 
    Other proven systems are util ized 
throughout. The DC system has simple relays, 
instead of a printed circuit board, for quick, 
inexpensive fi eld repairs. Low oil pressure, 
high coolant temperature and high exhaust 
temperature safety shutdowns are standard. 
An automatic voltage regulator keeps voltage 
to within ±1%. Vibration isolating plateform 
mounts, gleaming white polyurethane paint 
and a plug-in wire harness complete the 
package.
    Northern Lights accessories can make this 
extraordinary genset into the perfect power 
source for your vessel. Choose from the long 
list of optional equipment that includes control 
panels, super attenuated sound enclosures 
and much more. 
 The M773LW2 meets the US 
EPA Tier II and IMO emission 
requirements.

Featuring new  W-Series generator

9 kW
60 Hz / 1800 RPM

7 kW
50 Hz / 1500 RPM

• DC wire
harness
plug-in.  

• Vibration isolated junction 
box has AC terminal strip, DC 
breaker,  and solid state AC 
automatic voltage regulator.

• Coolant expansion 
bottle keeps engine 
room clean and dry. 

• Cast valve cover with 
oil fi ll and washable air 
fi lter/silencer. Closed 
crankcase vent system 
traps oil vapor.

• Gear driven, 
seawater pump of 
bronze and stainless 
steel. Mechanical 
seals. No belt. 

• Fuel 
manifold.

• Oil drain 
for  quick 
changes.

• Spin-on 
oil & fuel 
fi lters.

• Welded 
steel base
& drip pan.

• Jacket water cooled with one
piece, cast iron expansion tank and 
exhaust manifold with removable 
cupro-nickel heat exchanger core.

• Cast iron wet 
exhaust elbow.

• Stainless steel 
fasteners used 
extensively for 

long life and ease
of service. 

• 12 volt DC 
starter and 
battery charging 
alternator. 

• Plateform vibration 
mounts for smooth 
operation.

• Beltguard
for safety.




